PERMA Capitals and Bases

Tuscan Cap AND Bases
Tuscan Cap and Base dimensions are located on: page 10 for Round PermsCast®;
page 12 for SquarePermsCast®; page 22 for PermaLite Columns.

Doric Car aND Base DiMENSIONS

Column
Sze | C | D| E | F | ] K | L | R
Doric Car g | | v | vl | o | | e | 0 | 4
| L ! 100 |1250 | 20" | 206 | 1 | e | 16 | 128" | S
X [ P R PO R R S R A I s
L 14 |18 |30 | 2 | vhe | 1 | 2 | 7R | 700
16 |20 | B | 3 | 2w | vne | 2 | 2ok |
A S S A A A -
o Doric Base 00 | 7 [ | | o e | 4 | s | ew
= E 2 Jow s s [ ow | 3 [aw [ o | ow
D | | 24" |3 | US| #h | Bhe' | 30| 40" | 290 | T
F——C— 26" | 35 6w | 4 | 3 | 3kt | s | s | s
28 | 38 || 5 | B | 3| S| 340 | 8
30" o |7 | s | 4 | 4w | S| 37 | o
36" |48l | 81| el | 4| s 7| 4 | e
CoroniaL Cap
! r ,I CoroniaL Car AND Base DIMENSIONS
1 [K
\ /] ClSz | C|D| E| F|J| K| L | R
6" 7y Lo | v oy e | e |7
8" 9" | 1R | Uk | 0 | e | PR 9" | 3"

CoLoNIAL Base

TF 10" B4 UR" | 1 | Y | Ve | Pl" | 10006 | 3"
R iib— X TS RUES RUR IVE FURC IR TR IRV BT

PermaLiTe CoLony Cap

L 1 PermaLite Corony Cap AND Base DIMENSIONS
K
i Col.Size | C D E L K ]
6" 71" B 1" "
PermaLiTE CoLONY BASE 8" 91" v |ove | oo | |
. 10" we | [oee | e oo |
D
C
PERMALITE PermaLite Fratstock
Frarstock Base Base DIMENSIONS
Base
Column
Size Width Height
D C D
- o o
10" 114" 8"
C

23




PERMA Capitals and Bases

Choosing the right cap and base for your columns is as important as the selection
of the column itself. The right cap and base can define the style of the front porch
and create an atmosphere that compliments your lifestyle. The cap and base
options offered by HB&G are shown on page 11. Please see the following data that
corresponds with your cap and base selection to assure that you end up with the

products that work best for you.

DiMensions oF ATTic BASE FOR

ATTIC BASE RounD AND SQUARE CoLUMNS
| EE COLUMN COLUMN
R SIZE ROUND ATTIC SIZE SQUARE ATTIC
|f%ﬁm C DD | EE | R C [DD | EE]| R
c 6" 8| 1% | 2% [ 4| 6 [sue| 1st| 24| 44
8" 10%"| 174" | 374" | 54" 8" 11" | 14" | 34" 5%"
10" 13" | 24" | 3%" | 64" 10" 13% | 2%" 4" | 64"
12" 16%"| 3" 44" | 74" 12" 17" | 2%" | 45" 74"
14" 194" 3%" | 5%" | 84" | N/A |N/A|[N/A | N/A|N/A
ArTic BAse 16" | 214" 4" | e¥m|10u] 16" [22% 4" | 6%"| 104"
DIMENSIONS FOR 18" | 25" [ 4%" | 74" 114" N/A |N/A |[N/A | N/A |N/A
20" | 27%4"| 5% | 8U"[13%"| N/A |NJ/A |N/A | N/A|N/A
PermaLite Corumns 22" | 30%"| 5% | 9%"|[14%"| N/A |N/A |N/A | N/A | N/A
Col.Sze] C D 24" | 334" 6" | 104"[164"| N/A |NJ/A [N/A | N/A [N/A
o oy vy 26" | 35" |6 [ 105" [167"] N/A [N/A[N/A [N/A [N/A
28" | 38" | 6" [ 10418 N/A [N/A [N/A | N/A [N/A
8" 9 | LI 30" | 41| 64" | UL 174" N/A | N/A |N/A | N/A [N/A
10" a1 36" 48| 8" [ 140 230" N/A | NJA [NJA | N/A | NJA

CrownN Car

CaprTaL AND Base OptiONS

Capitals and bases for PermaCast®
columns are decorative.The shaft fits
through the center of the capital and
base and does not alter the height of
the shaft. Several options are offered for
PermaCast columns.

Tuscan CAPITAL AND Basks

The Tuscan style is standard and best
complements the PermaCast® column.
The Tuscan is available for all ROUND and
SQUARE shafts. Starting in 2007 8"-12"
Tuscan caps and bases will include at

no charge the new PermaFlashing and
installation kit.

CrownN Cap FOR SQUARE CoLUMN DIMENSIONS

Column Size K ] L
6" I 2h" 11 %"
8" I 2h" 13 %"
10" I 2h" 15 %"
12" 16" 2" 17 %"
ORNAMENTAL CAPITAL CoroniaL Cap AND Base

Five styles of ornamental capitals are
available for all round and square shafts.
Nothing makes a statement like a
PermaCast® columns with an ornamental
capital.

Using an ornamental capital with a round
PermaCast® shaft will alter the height

of the shaft.Ornamental capitals do not
alter the height of the shaft when used
on a plain square PermaCast® Column.

Arric Base

Attic Bases are used for a more
ornate look and come in 1 or 2 pieces
depending on their size.

Referred to as our economy” capital and
base, the Colonial is approximately 1/2
the size of the Tuscan. It does not provide
architecturally correct dimensions and
should only be used when aesthetics are
not a priority. Only available for ROUND
PermaCast® shafts 6"- 12"

FiBERGLASS BASE

The fiberglass base is manufactured
from the same materials as the shaft and
available for Round PermaCast® shafts
8"-12"only. Itis designed to be used in
high traffic areas.
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ORNAMENTAL CAPITAL
DIMENSIONS FOR
PermaLite CoLumns

ANGULAR GREEK IONIC

g 10" 12"
Width N/A N/A 12>
Height N/A N/A 7'
Abacus N/A N/A  20'/
EMPIRE

g 10" 12"
Width 8 N/A N/A
Height 5% N/A N/A
Abacus 134+ N/A  N/A
GREEK ERECTHEUM

8" 10" 12"
Width 82 95 N/A
Height 5's4 6  N/A
Abacus 11 12/« N/A
ROMAN CORINTHAN

8" 10" 12"
Width 82 10 12'%
Height 11'2 145 17"
Abacus  14°/s 20  22%s
ROMAN IONIC

8" 10" 12"
Width 7'~ 102 9%
Height 3% 45 13
Abacus  9'>. 5 164
SCAMOZZ1

g 10" 12"
Width 85 10 12Y4
Height 3% 5 5%/s
Abacus  14'/s 16'2 184
TEMPLE OF THE WINDS

g 10" 12"
Width 84 10Ys 11'/2
Height 10 11%s 14
Abacus 14 N/A 21'/

PermaLite Ornamental Capitals
install on the top of the shaft.




ORNAMENTAL CAPITALS FOR

ROUND PerMACAST® COLUMNS
Adding a load bearing ornamental capital to
around PermaCast® column will lengthen
or shorten the overall height of the column
depending on the height of the capital. Subtract
the “T” dimension (from the column dimen-
sions chart) and add the height of the ornamen-
tal capital +/- 1/4" for overall column height.

ORNAMENTAL CAPITALS FOR
SQUARE PerMACAST® COLUMNS

Adding an ornamental capital to a square
PermaCast® column DOES NOT change the
length of the column shaft. The ornamental
capital simply slides over the shaft. Neck mold-

ing can be applied or not.
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and require additional
caulking to finish.

When installing an ornamen-
tal capital on fluted square
columns, the capital slides

over the shaft. The taller
capitals will cover the flutes

SQUARE ORNAMANTAL CAPITAL INSTALLATION TIP

[l

SQUARE CoLumMNs (IN INCHES)
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Size of Columns 6" 8" 10" 12" 14" 16" 18" | 20" | 22" | 24" | 28" | 30"
(Diameter at bottom of shaft) ROUND | SQUARE | ROUND | SQUARE | ROUND | SQUARE| ROUND |SQUARE | ROUND| ROUND | SQUARE | ROUND | ROUND | ROUND | ROUND | ROUND | ROUND
_ | Height 3" 35/i6" 4" 4" 4" | 4 64" | 51" 64" g | 912" | 9" 9h" | 97/16"
é Abacus N/A | 10" 85" | 11" | 10%" | 140" | 12'R" | 167 | 175" | 1986 | 25%4" | 25V | 25'4" | 25%" | 26%s" | N/A | N/A
£ | Projection 3" 3" 3" 410" | 4" 5" 6" | 75" 8" 8" 1Y | 11" 10" 975"
O/Sto O/ 12'14" 100" | 13" 13he" | 174" 16'4" 231" | 22" | 24" | 325" 300" | 3P4 | 33" 34"
| Height 55" 415" 64" S| 6" 6" 9" | 61" 10" mn" |14 139057 | 137" 194"
£ | Abacus N/A 1" 75h" | 125" | 10" | 16" 180" | 170" | 15" | 22" | 267)" 2" N/A | 29" 29" | N/A | 42"
E | Projection VTR I YN soo e | e | e e | o0 o | o 150 | 143040 19"
O/S to O/S 141" WK | 170" | 14506" | 21" | 200" | 26'R" | 205" | 29Y4" | 36's" 29" 431" | 430" 60°/"
£ | Height 8'/i" 8" 110" 107" | 14Y4" 100" 20" 164" | 18h" | 21he" | 213" 23" 24" | 27" | 26Ys"
i: Abacus N/A 12" W | 15" | 137" | 200" | 16%he" | 25'h" | 23's" | 26's" | 30's" | 28%" | 34" 35" 3704 | 37" | N/A
S | Projection A" 5t 5" 6" 8" 7" 9" | 107" | 11" 94" 104" | 15'h" | 147" | 16Ys"
£ |0/5t00/s 12" W' | 156" | 134" | 20" | 160" | 25'0" | 234" | 26's" | 30'/s" | 28" | 344" 35" 374" | 374"
5 | Height 101" 81" | 13M6" | 115" | 170" | 167" 20" | 176" | 23'L" | 2605 | 26'he" | 287N6" | 3UL" | 34Y4" 34"
-_g Abacus N/A | 136" | 120" | 18" | 144" | 220" | 180" | 26'" | 23" 32" 370" | 380" | 4" | 40V | 45U | 46" | N/A
E Projection 414" 414 6" 64" 84" 74" 9" 875" 13" 13" 167" | 164" 16" 170"
2 |0/SwOrs 130" | 120" | 18" 190" | 229" | 18" | 26" | 23" 32" 370" | 380 | 4V | 40 | 45T ) 37"
Height 34" 35" 5" 40" | Phe' | 56" 6" | 5" 7" | 8" | 8" 100" | 10R" | 120" | 15Ye"
E Abacus N/A " 9ls' 16" 144" 18" 16°/s" 21" 186" | 230" 26" 285" N/A 32" 359" | 38'" | 46Y"
& | Projection 35" 35" 5" Sh" | 5" 6" 512" | 6" 84" 5" 104" 10" | 120" | 130" | 16'"
O/S to O/S 1" 10" 16" 141" | 18" 165" 20" | 186" | 230" 26" 280" 32" 350" | 38'L" | 46"
2 | Height 35" 3" 65" 7" 10" | 1
% | Abacus 7l | N/A N/A | N/A P N/A | 17" | N/A | 200" | N/A | N/A | 24" | 30" | N/A | N/A | N/A | N/A
iﬁ Projection N/A N/A N/A N/A N/A | N/A
2 |O/SwO/S | N/A N/A N/A N/A N/A | N/A
£ o Height 6’4" 7l 10" 11%/s" 174"
% E—E) Abacus 7" | N/A 9" | N/A 140" | N/A | 17" | N/JA | NJ/A | N/A | NJA | N/A | N/A 30" N/A | N/A | N/A
=:5| Projection N/A N/A N/A N/A N/A
27| 0/SwOlS | N/A N/A N/A N/A N/A
g | Height 4" 6" 7L
‘fzg Abacus N/A | N/A 106" | N/A 14" | N/A | 167" | N/A | N/A | NJ/A | N/A | N/A | N/A | N/A | N/A | N/A | N/A
221 Projection N/A N/A N/A
= |o/Swors N/A N/A
Height 30" 5" 6'4" 8!/s" 10" mnhn" 13'/5"
& |Abacus 9" | N/A | N/A | N/A | 14" | N/A | 18" | N/A | N/A | 21'4" | N/A 32" | 32" | N/A | 36" | N/A | N/A
& | Projection N/A N/A N/A N/A N/A | N/A N/A
O/Stw O/S | N/A N/A N/A N/A N/A | N/A N/A
£ | Heighe 7" 7" 7 17 174 170" 19/
Z | Abacus 9h" | N/A 9in" | N/A 9L" | N/A | 214" | N/A | N/A | 214" | N/A | N/A 32" N/A 33" | N/A | N/A
% 2 | Projection N/A N/A N/A N/A N/A N/A N/A
£ |0/SwOrs | Na N/A N/A N/A N/A N/A N/A
= | Height 410" 51" 60" 7" 87" 10" 1" 135"
% -é; Abacus N/A | N/A 9" | N/A | 13" | N/A | 14" | N/A | 16Y4" 18" N/A | 21'4" | 264" | N/A 31" | N/A | N/A
2 | Projection N/A N/A N/A N/A | N/A N/A | N/A N/A
S [ 0/S 0 OfS N/A N/A N/A N/A | N/A N/A | N/A N/A
= | Height 57" 84" 9" 10" 276" | 16" 17"
% -%%; Abacus N/A | N/A 7R | N/A | 100" | N/A | 140" | N/A | N/A | 16'4" | N/A 18" | 264" | N/A 27" | N/A | N/A
<% | Projection N/A N/A N/A N/A N/A | N/A N/A
SZ 0I5t 0rS N/A N/A N/A N/A N/A | N/A N/A
£ | Height 8!h" " 141" 17" 181"
% E Abacus 107" | N/A | N/A | N/A | 16Y" | N/A 19" N/A | 19" | 20" | N/A | N/A | N/A | N/A | N/A | N/A | N/A
£ | Projection N/A N/A N/A N/A | N/A
= |0/Sw0rls | N/A N/A N/A N/A | N/A
*Not available for square fluted PermaCast®  **Load Bearing






